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(b) Exception. Between-car barriers 
are not required where platform 
screens are provided which close off the 
platform edge and open only when 
trains are correctly aligned with the 
doors. 

Subpart D—Light Rail Vehicles and 
Systems 

§ 38.71 General. 
(a) New, used and remanufactured 

light rail vehicles, to be considered ac-
cessible by regulations in part 37 of 
this title shall comply with this sub-
part. 

(b)(1) Vehicles intended to be oper-
ated solely in light rail systems con-
fined entirely to a dedicated right-of- 
way, and for which all stations or stops 
are designed and constructed for rev-
enue service after the effective date of 
standards for design and construction 
in §§ 37.21 and 37.23 of this title shall 
provide level boarding and shall com-
ply with §§ 38.73(d)(1) and 38.85 of this 
part. 

(2) Vehicles designed for, and oper-
ated on, pedestrian malls, city streets, 
or other areas where level boarding is 
not practicable shall provide wayside 
or car-borne lifts, mini-high platforms, 
or other means of access in compliance 
with § 38.83 (b) or (c) of this part. 

(c) If portions of the vehicle are 
modified in a way that affects or could 
affect accessibility, each such portion 
shall comply, to the extent practicable, 
with the applicable provisions of this 
subpart. This provision does not re-
quire that inaccessible vehicles be ret-
rofitted with lifts, ramps or other 
boarding devices. 

(d) Existing vehicles retrofitted to 
comply with the ‘‘one-car-per-train 
rule’’ at § 37.93 of this title shall com-
ply with § 38.75, § 38.77(c), § 38.79(a) and 
§ 38.83(a) of this part and shall have, in 
new and key stations, at least one door 
which complies with §§ 38.73 (a)(1), (b) 
and (d) of this part. Vehicles previously 
designed and manufactured in accord-
ance with the accessibility require-
ments of part 609 of this title or the 
Secretary of Transportation regula-
tions implementing section 504 of the 
Rehabilitation Act of 1973 that were in 
effect before October 7, 1991, and which 
can be entered and used from stations 

in which they are to be operated, may 
be used to satisfy the requirements of 
§ 37.93 of this title. 

§ 38.73 Doorways. 

(a) Clear width—(1) All passenger 
doorways on vehicle sides shall have 
minimum clear openings of 32 inches 
when open. 

(2) If doorways connecting adjoining 
cars in a multi-car train are provided, 
and if such doorway is connected by an 
aisle with a minimum clear width of 30 
inches to one or more spaces where 
wheelchair or mobility aid users can be 
accommodated, then such doorway 
shall have a minimum clear opening of 
30 inches to permit wheelchair and mo-
bility aid users to be evacuated to an 
adjoining vehicle in an emergency. 

(b) Signage. The International Sym-
bol of Accessibility shall be displayed 
on the exterior of each vehicle oper-
ating on an accessible light rail system 
unless all vehicles are accessible and 
are not marked by the access symbol 
(see fig. 6). 

(c) Signals. Auditory and visual warn-
ing signals shall be provided to alert 
passengers of closing doors. 

(d) Coordination with boarding plat-
form—(1) Requirements. The design of 
level-entry vehicles shall be coordi-
nated with the boarding platform or 
mini-high platform design so that the 
horizontal gap between a vehicle at 
rest and the platform shall be no great-
er than 3 inches and the height of the 
vehicle floor shall be within plus or 
minus 5⁄8 inch of the platform height. 
Vertical alignment may be accom-
plished by vehicle air suspension, auto-
matic ramps or lifts, or any combina-
tion. 

(2) Exception. New vehicles operating 
in existing stations may have a floor 
height within plus or minus 11⁄2 inches 
of the platform height. At key sta-
tions, the horizontal gap between at 
least one door of each such vehicle and 
the platform shall be no greater than 3 
inches. 

(3) Exception. Retrofitted vehicles 
shall be coordinated with the platform 
in new and key stations such that the 
horizontal gap shall be no greater than 
4 inches and the height of the vehicle 
floor, under 50% passenger load, shall 
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